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Technical Data 

ACS Azure soffit bolt ups are lightweight, brick faced, prefabricated units that are manufactured offsite and 
supplied to projects with brick slips resin bonded to the surface of the stainless steel carrier units. These units 
can be quickly and easily fixed to the slots provided in ACS masonry support systems to create various hanging 
brick soffit details. The bricks slips are bonded to the steel carrier units using a specifically developed two part 
epoxy resin which has been designed, tested and approved for use in bonding brick slips to stainless steel 
carrier units. The stainless steel carrier units are designed, welded and fabricated in line with BS EN 1090 and 
certified Factory Production Control systems and can therefore be CE Marked under the guidance of the 
Construction Products Regulation.      

Design & Testing  

Both lintels and brick slips have been independently tested by Notified and Technical Approval Bodies to 

evaluate and validate the load capacity, physical performance and long term durability of all components. The 

brick slips are tested using the guidance of ETAG 034 to evaluate the accelerated Freeze/Thaw weather 

resistance both saturated and dried of the slips bonded to backing structures of various materials. The tests 

include the evaluation of bond strength and durability of the brick slips bonded to stainless steel where a service 

life of 60 years can be achieved. The bond strength and impact resistance of the brick slips was tested before 

and after the accelerated cyclic weather tests to validate the integrity and durability of the system. The tests 

included: 

• Heat / Rain weathering to ETAG034 – Weathered samples only. 

• Bond Strength testing using ETAG004 as guidance- Control and Weathered samples 

• Impact testing to ISO 7892 - Control and Weathered samples 

 
 BBA Certified System 
 
 Accelerated Weather Tested 

 Saturated Freeze-Thaw 
 Bond Strength - Pre & Post Weathered 
 Impact Strength - Pre & Post Weathered 

 

 Austenitic Stainless Steel 
 Grade 304 (1.4301) 316 (1.4404) 

 

 CE Marked 
 Grade 304 (1.4301) 316 (1.4404) 

 

 Bespoke Designed Solutions  

 
Meets the Requirement 

of the NHBC Standards 

BS EN 1090 

Brick Slip Bond Strength & Durability 

Tested by Lucideon 
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Installation 

ACS Azure Bolt Up Units are designed to be used in conjunction with ACS Masonry Support Systems. Slots are 

provided in the masonry support horizontal shelf angle to allow the fixings to be installed through the angle and 

into the Azure Square Nuts located within the integrated ACS Curve Channel in the Azure System.  

 

The Azure units can therefore be adjusted in three directions to accommodate for site tolerances allowing the 

brick line and level to be set and course in seamlessly with the facing brickwork.    

 

3mm GRP 

Horseshoe Shim ACS 31/21 Curve Channel 

Azure Button Head & 

Square Nut 
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215 x 65mm Stretcher Bond Soffit Bolt Up Unit 

Courses in with facing brickwork and provides continuity with the stretcher/running bond pattern as it returns to 

the soffit on the underside of the reveal or return. Adjacent soffit units are designed to interlock together, 

providing seamless continuity of the brick bond once pointed.     

 

 

 

 

 

 

 

 

 

 

 

 

102.5 x 65mm Stretcher Bond Soffit Bolt Up Unit 

Courses in with facing brickwork and providing continuity with the stretcher/running bond pattern as it returns to 

the soffit on the underside of the reveal or return. Adjacent soffit units are designed to abut with a nominal 10mm 

joint providing seamless continuity between the face/soffit once pointed.     
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215 x 65mm Header Bond Soffit Bolt Up Unit 

Provides a header detail at openings, returns and reveals to create a feature or detail to differentiate between the 

facing brickwork which is most commonly a stretcher/running bond pattern. Adjacent soffit units are designed to 

abut with a nominal 10mm joint providing a seamless face/soffit effect once pointed. 

 

 

 

 

 

 

 

 

 

 

 

102.5 x 215mm Soldier Bond Soffit Bolt Up Unit 

Provides a soldier course detail at openings, returns and reveals to create a feature or detail to differentiate 

between the facing brickwork which is most commonly a stretcher/running bond pattern. Adjacent soffit units are 

designed to abut with a nominal 10mm joint providing a seamless face/soffit effect once pointed. 
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215 x 102.5mm Rowlock Soffit Bolt Up Unit 

Provides a header/rowlock course detail at openings, returns and reveals to create a feature or detail to 

differentiate between the facing brickwork which is most commonly a stretcher/running bond pattern. Adjacent 

soffit units are designed to abut with a nominal 10mm joint providing a seamless face/soffit effect once pointed. 

 

 

 

 

 

 

 

 

 

 

 

 

665 x 65mm Stretcher Bond Special Soffit Bolt Up Unit 

Courses in with facing brickwork and provides continuity with the stretcher/running bond pattern as it returns into 

the soffit on the underside of a masonry down-stand or beam. Adjacent soffit units are designed to interlock 

together, providing seamless continuity between the face/soffit once pointed. Special soffit units can be designed 

and fabricated to achieve almost any brick bond pattern to create soffits features and details of any size and 

layout.       

 

 

 

 

 

 


